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FIGURE 2 - SEAD 26 PFAS ESI
PFOS/PFOA Results - June 2019

SEAD 25 and SEAD 26 PFAS ESI

June 2019
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Notes:
1) ESI (June 2019) results are not yet validated.
Lab qualifiers shown.
2) PFOA and PFOS bolded when above 70 ng/L.
3) Site Investigation (SI) PFOS/PFOA
concentrations are shown at temporary well
locations (TMW wells) sampled in April 2017.
ng/L = nanograms per liter

Groundwater Flow
Direction

MW26-12 ng/L
PFOS ND  U
PFOA 0.52  J

MW26-14 ng/L
PFOS 6.2
PFOA 4.5

MW26-16 ng/L
PFOS 785
PFOA 285

MW26-15 ng/L
PFOS 2.7  J
PFOA 0.54  J

Chemical Name Abbreviation CAS Number
Perfluorooctanesulfonic acid PFOS 1763-23-1

Perfluorooctanoic acid PFOA 335-67-1

MW26-13 ng/L
PFOS 2.8  J
PFOA 7.9

MW26-17 ng/L
PFOS ND  U
PFOA 3.7

TMW-26-1 ng/L
PFOS 4.9 J
PFOA 1.3 J

TMW-26-2 ng/L
PFOS 64
PFOA 79

TMW-26-3 ng/L
PFOS 240
PFOA 340

TMW-26-4 ng/L
PFOS 4.9
PFOA 41

TMW-26-5 ng/L
PFOS 3 J
PFOA 3.6 TMW-26-6 ng/L

PFOS 3.5 J
PFOA 170

TMW-26-7 ng/L
PFOS 2 J
PFOA 240

TMW-26-8 ng/L
PFOS 8.8
PFOA 11
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Source: Esri, DigitalGlobe, GeoEye, Earthstar
Geographics, CNES/Airbus DS, USDA,
USGS, AeroGRID, IGN, and the GIS User
Community
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Proposed well MW26-20
is approximately 900ft
downgradient of MW26-
16. A second well, MW26-
21, may be installed
based on the results of
MW26-20. Exact locations
to be determined in the
field based on ground
conditions and
accessibility.

Visual reconnaissance to be conducted
in shaded area for water seeps in the slope
surface. Up to three surface water samples
may be collected.


